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205 

A user 1 1 2 is ready to request a web 
page from a mirroring server 130. 



210 

User 112 causes the client device 110 
to generate a request message to the 
mirroring server 130 for an identified 
web page. 



215 

The mirroring server 130 determines 
if a compressed template for the web 
page is available in the cache of 
compressed templates 132 and if 
necessary obtains the information 
from the originating server and 
compresses it . 
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220 

The mirroring server 130 transmits 
the compressed template to the client 
device 1 10. 
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225 

The client device 110 or the 
mirroring server 130 (depending 
upon the configuration of the system 
100) transmits a message to the 
originating server 120 for the delta 
information. 



230 

The originating server 120 identifies 
the delta information in the cache of 
delta information 1 24 and compresses 
it using the compression computer 
program 126. 



235 

The originating server 120 transmits 
the compressed delta information to 
the client device 110. 



240(a) 

The template is decompressed. 
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240(b) 




The delta 


information 


is 


decompressed. 
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240(c) 

The decompressed template and 
decompressed delta are integrated so 
as to form a complete web page that 
is presented to the user 112. 
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405 

User 112 is ready to request a web 
page from a mirroring server 130 

i 



410 

User 112 requests the web page. In a 
preferred embodiment, this request is 
made using the decoder 118. The 
decoder 118 transparently intercepts 
the request and redirects it to the 
proxy encoder server 150 

I 



415 

The proxy encoder server 150 obtains 
the web page or a template 
corresponding to the web page from 
the mirroring server or originating 
server and compares it with 
information in the cache of 
compressed templates 133 If there is 
not a template, one is generated. 
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420 

Proxy encoder server 150 sends the 
compressed template to the client. 



The following steps occur when the 
user 112 requests the same web page 
associated with the compressed and 
cached template: 



425 

User 112 requests a web page using 
the decoder 118 and specifies what 
versions have been received in the 
past. 

i 

430 

Proxy encoder server 150 receives 
the request and identifies a 
compressed template that is 
responsive to the request and 
calculates delta information. 

1 

435 

Proxy encoder 150 sends delta 
information such as is responsive to 
the request. 
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